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1 BEFORE YOU BEGIN  

1.1 What Is Included  

• Machine 

• Stand/Hanging Bracket W Fluid Container Assembly 

• Extra 5 M Hose to Large Format Fluid Containers 

• Wireless FOB 

• Power Cord 

• User Manual 

 

1.2 Unpacking Instructions 

Carefully unpack the product immediately and check the container to make sure all the parts are included and in good condition. 

If the box or its contents (the product and included accessories) appear damaged from shipping, or show signs of mishandling, notify the 
carrier or distributor immediately. In addition, keep the box and contents for reuse or storage if needed. 

1.3 Symbols  

Symbol Meaning 

 

Caution 

Critical installation, configuration, or operation information. Not following these instructions may make 
the product not work, cause damage to the product, or cause harm to the operator. 

 

Important 

Important installation or configuration information. Failure to comply with this information may keep the 
product from working correctly. 

 Information 

Useful information. 

1.4 Disclaimer 

The information and specifications contained in this User Manual are subject to change without notice.  FROGGYS FOG assumes no 
responsibility or liability for any errors or omissions and reserves the right to revise or to create this manual at any time. 

Copyright © 2025 FROGGYS FOG. All rights reserved. 

1.5 Safety Notes 

Please read the following Safety Notes carefully before working with the product. The notes include important safety information about 
installation, usage, and maintenance. 

1.5.1 Personal Safety 

• Always connect the product to a grounded circuit to avoid the risk of electrocution. 

• Make sure that children, unauthorized people and animals do not obtain access to the machine. 

• No foreign objects should be allowed to enter the fan shroud/safety grates during operation. 
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1.5.2 Mounting and Rigging 

• CAUTION: When transferring product from extreme temperature environments, (e.g. cold truck to warm humid ballroom) condensation 
may form on the internal electronics of the product. To avoid causing a failure, allow product to fully acclimate to the surrounding 
environment before connecting it to power. 

• Do not mount the product on a flammable surface (linoleum, carpet, wood, paper, carton, plastic, etc.). 

• Do not use in a confined space. Always install the product in a location with adequate ventilation, at least 20 in (50 cm) from adjacent 
surfaces. 

• When hanging this product, always secure to a fastening device using a safety cable.  

1.5.3 Power and Wiring 

• Always make sure that the voltage of the outlet to which you are connecting the product is within the range stated on the decal or rear 
panel of the product. 

• Make sure the power cord is not crimped or damaged. 

• Never connect this product to a dimmer pack or rheostat. 

• Never disconnect the product from power cord by pulling or tugging on the cord. 

• To eliminate unnecessary wear and improve its lifespan, during periods of non-use completely disconnect the product from power via 
breaker or by unplugging it 

1.5.4 Operation 

• Do not operate this product if you see damage to the housing or cables. Have the damaged parts replaced by an authorized technician 
at once. 

• Make sure there are no flammable materials close to this product while it is operating. 

• The maximum ambient temperature is 104 °F (40 °C). Do not operate the product at higher temperatures. 

• Do not cover the fan inlet when operating or allow foreign objects to enter the fan shroud area. 

• Do not cover or plug the output nozzle during operation.  

• Always use the handles when transporting the machine. 

• Drain the tank before transporting the product. 

• Always disconnect the product from the power source before cleaning. 

• In the event of a serious operating problem, stop using the product immediately. 

• This product contains no user-serviceable parts. Any reference to servicing in this User Manual will only apply to properly trained, certified 
technicians. Do not open the housing or attempt any repairs which can lead to damage or malfunction. 

 

Keep this User Manual for future use. If you sell the product, be sure that the purchaser receives this document. 

 

2 INTRODUCTION 

2.1 Description 

The Boreas M6 IP Snow Cannon supply's an instant blizzard with of coverage exactly where you want it with a large and amazing realistic 
snow effect. Anti-fouling pump design means no stuck seals or pumps damaged from running dry. With an adjustable fluid pumping rates 
and fan speeds,  precise flake size is easily achievable. The M6 IP is perfect for film effects, large celebrations, outdoor displays, etc. The 
machine features IP Rated DMX connectors, power control switches, power connectors as well as blower fans to facilitate extended outdoor 
use. Backlit LCD display with magnetic sun cover offers easy machine adjustment plus UV protection of the LCD panel.  3 channels of DMX 
are ready for remote operation, and RDM support is also featured. A Wireless Control Transmitter is also included to provide control over fan 
and fluid pump settings.  An additional 15 ft. fluid intake hose is included for use with larger fluid containers.  A 1.3-gallon container with 
quick connects is also included. 
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2.2 Features 

• IP54 Rated Components 
• 40 ft+ Snow Projection 
• Advanced Low Fluid Sensing 
• 4 Button Control Panel with Backlit LCD and UV Cover 
• Durable 1.3 Gallon Fluid Tank with Extra 5M 
• Stand / Hanging Bracket 
• Timer Control Included 
• Wireless FOB 
• Removable Fluid Tank Bracket and extra 5M hose for large fluid containers 
RDM 
 
 

3 TECHNICAL SPECIFICATIONS 
AC Power Input Voltage & Rate 120 V, 60 Hz 

Current Limiter Type Breaker 
Current Limiter Specifications 250V 
Total Power Consumption 1,200W 

Capacity Fluid Tank Capacity  1.3 Gal 
5% Output Duration with Fluid Tank Full 125 mins 

Output Adjustable Output  YES 
Fluid Consumption 40ml/min (5%) - 300ml/min (100%) 
Continuous Output  YES 

Control On-device Manual Control  7-Seg Digital Display 
Wireless Control Included 
Wired Control DMX 5 pin 
Control Protocol DMX512 
DMX Channel Range 3 
RDM YES 

Consumable Consumable Froggys Fog Water Based Snow Fluid 
Weight & 

Dimensions 
Net Weight 75 lbs 
Gross Weight 97 lbs 
Machine Dimensions 28.5 x 26 x 27.8 in 
Packing Dimensions 32 x 27 x 32 in 

 

 

 

4 SETUP 

4.1 AC Power 

The machine has a fixed voltage power supply and can work with an input voltage of AC 120 V, 60 Hz, depending on the specific model. 

To determine the product’s power requirements (circuit breaker, power outlet, and wiring), use the current value listed on the label affixed to 
the product’s back panel, or refer to the product’s specifications chart. The listed current rating indicates the product’s average current draw 
under normal conditions. 

Always connect the product to a protected circuit (circuit breaker or fuse). Make sure the product has an appropriate electrical 
ground to avoid the risk of electrocution or fire. 

Never connect the product to a rheostat (variable resistor) or dimmer circuit, even if the rheostat or dimmer channel serves 
only as a 0 to 100% switch. 
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4.2 AC Plug  

The FSM-BOREAS-M6IP comes with a power input cord terminated with an IP65 Rated Seetronic Plug and US Plug 

4.3 DMX Linking 

You can link the FSM-BOREAS-M6IP to a DMX controller using a 5-pin DMX connection. 

4.4 Mounting 

Before mounting the product, read and follow the safety recommendations indicated in the Safety Notes. 

4.4.1 Orientation 

Always mount this product in a safe position and make sure there is adequate room for ventilation, configuration, and maintenance. The 
machine can operate in any position, but care should be taken to keep the fluid tank upright to prevent spilling and to allow the fluid pump 
tube to remain immersed in the bottom of fluid tank. 

4.4.2 Rigging 

FROGGYS FOG recommends using the following general guidelines when mounting this product. 

• Before deciding on a location for the product, make sure there is easy access to the product for maintenance and programming purposes.  

• Make sure that the structure or surface onto which you are mounting the product can support the product’s weight (see the Technical 
Specifications).  

• In hanging applications, always utilize a safety cable loop as an additional fall prevention measure. 

• When mounting the product on the floor, make sure that the product and cables are away from people and vehicles.  

 

5 OPERATION 

5.1 Preparing for Operation 

To prepare the FSM-BOREAS-M6IP for operation, perform the following steps.  

• After checking that all the parts are intact and complete, position the machine on flat surface. 

• Withdraw the fluid tank from its compartment and remove its cap.  

• Verify that the plastic hose attached to the cap are in place and in good condition.  

• Fill tank with snow fluid and return the tank back to its compartment in the FSM-BOREAS-M6IP.  

• Make sure the plastic hose entering the FSM-BOREAS-M6IP from the fluid tank cap is not bent or kinked.  

• Always connect the product to a grounded circuit. Before power on, make sure it is connected with the rated voltage. 

5.2 On-device Control Panel 

To access the control panel functions, use the four buttons located underneath the LCD display. 

 

Button Function 

MENU Switch menu pages to select a function 
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▲ Increases the numeric value of current function 

▼ Decreases the numeric value of current function 

ENTER Save current setting and return to standby page. 

5.3 On-device Control Mode & Operation 

5.3.1 Programming 

• Refer to the Menu Map to assist in the configuration of your machine. 

• To go to the desired main level, press <MENU> repeatedly until the needed page is displayed.  

• To select an option or value within the current programming level, press ▲ or ▼ until the option shows on the display. If there is another 
programming level, you will see that first option, or you will see the selected value. 

• Press <MENU> repeatedly to switch menu pages. 

• Press <ENTER> to confirm selection.  

• The machine can be operated manually without remote from within the menu settings. 

5.3.2 Menu Map  

 Display Description Parameter Range 

Standby 
pages 

Boreas Max M6IP 

Version V1.0 
 

 

Wireless Pairing Procedure 

(If Wireless is enabled in the Menu) 

 

 

Wireless Setup 

>>>>>>>>> 
 

  

Push Any Remote 

Button to Pair 
 

 

Wireless Setup 

Complete 
 

 

Ready To Snow 

Boreas Max M6IP 
 

 

Setting 
Pages 

Timer Interval 

                      10 Sec 
 

Press ▲ and ▼ button to set wait interval under TIMER 
mode.  

10-999 secs 

1 Sec Increments 

Timer Duration 

          100% 
 

Press ▲ and ▼ button to set work duration level in TIMER 
mode.  

5-999 secs 

5 Sec Increments 

Snow Volume 

100% 
 

Press ▲ and ▼ button to adjust snow output in VOLUME 
mode.  

0-100% 

5% Increments 
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Snow Blower 

Speed                  100% 
 

Press ▲ and ▼ button to adjust snow blower fan in 
VOLUME mode.  

0-100% 

1% Increments 

Booster Fan                

Speed                 100% 
 

Press ▲ and ▼ button to adjust large rear booster fan 
speed in VOLUME mode.  

0-100% 

1% Increments 

DMX-512 Address                                                             

                       512 
 

Press ▲ and ▼ button to set DMX starting address.  1 - 512 

RDM-UID 

09DC:000000F 
 

RDM Address  

Wireless 

OFF 
 

Press ▲ and ▼ button to enable or disable wireless 
functionality. 

ON/OFF 

 Clear Remote 

Pairing                 YES 
 

Press ▲ and ▼ button to clear any paired remotes from 
the machine. 

YES/NO 

Screen Saver                       

            YES 
 

Press ▲ and ▼ button to enable or disable the 
screensaver. (Turn off screen after a quick period of 
inactivity. Any button press resumes screen) 

YES/NO 

Auto Run Last 

Settings                 YES 
 

Press ▲ and ▼ button to enable or disable auto running 
the last known settings upon startup.  

YES/NO 

Keypad Tone 

                       OFF 
 

Press ▲ and ▼ button to change tone settings. ON/OFF 

Working 
Status 
Page 

Timer Interval             

10 Secs 
 

Shown when the unit is waiting in TIMER mode.  

Timer Duration               

10 Sec 
 

Shown when the unit is working in TIMER mode  
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5.4 Wireless Remote-Control Mode & Operation (Optional) 

The FSM-BOREAS-M6IP features built-in wireless remote receiver and 4 button wireless Transmitter (Battery A27). The snow output can be 
adjusted as follows with successive presses:  

Button A (Volume ON/OFF)  Button B (Volume Adjust / +20%) 

Button C (Blower Fan Adjust / +20%)  Button D (Booster Fan Adjust / +20%) 

5.5 DMX Mode & Operation DMX 

The Machine FSM-BOREAS-M6IP works with a DMX controller.  

• Connect the product to a suitable power outlet.  

• Turn the product on. 

• Connect a DMX cable from the DMX output of the DMX controller to the DMX input socket on the product.  

5.5.1 Starting Address  

Connect a DMX cable from the DMX output of the DMX controller to the DMX input socket on the product or scroll the menu 
until the Addr page is shown. Press ▲ or ▼ to set desired DMX starting address and confirm with the Enter Button.  

5.5.2 DMX Channel Assignments and Values DMX  

Channel Function Value Description 

1 Snow Volume 
000 - 010 No function 

011 - 255 1-100% 

2 Snow Blower 
000 - 010 No function 

011 - 255 1-100% 

3 Booster Fan 
000 - 010 No function 

011 - 255 1-100% 

 
 

6 TECHNICAL INFORMATION  

6.1 Maintenance  

Periodically Maintaining your snow machine can keep its performance optimal and ensure dependable operation for years to come. 

Tools: Clean lint free cloth, coffee filter or similar fine mesh filter cloth, plastic or glass container larger than 

the reservoir size, hot tap water, Froggys Fog Winterizer Fluid (recommended). 

 

Snow Volume 

100% 
 

Shown when the unit is working in VOLUME mode.  Press 
▲ and ▼ button to adjust the snow volume level in 
VOLUME mode. 

 

Wire On      Snow 100 

Blow 80          Fan 100 
 

Shown during wireless operation.  

Button A (Volume ON/OFF) 

Button B (Volume Adjust / 20%) 

Button C (Blower Fan Adjust / 20%) 

Button D (Booster Fan Adjust / 20%) 
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1. Drain any snow solution that remains in the tank into a container through the filter mesh for reuse. Rinse tank. 

2. Fill Tank with 5 L (1.3 Gal) of hot tap water 

3. Run machine for 10 minutes in an outdoor area. 

4. Turn off the machine, then drain the water from the reservoir. 

5. Insert the fluid tube into a container of the Winterizer fluid or a mixture of propylene glycol and run for 30 secs. 

6. The Winterizer acts as a pump seals lubricant, de-icer and an anti-microbial agent, keeping the lines prepped for extended 
storage. 

7. The excess snow fluid is best stored in a sealable container. 

8. Store the machine in a cool, dry place when not in use. Avoid freezing temperatures, high heat above 120 degrees and 
humid/damp locations which may cause control board failure. 

9. If possible, remove from storage after 6 months and operate the machine for 15 minutes or more, then repeat step 1 – 5. 

 

7 WARRANTY INFORMATION 
 

Save these instructions. 2 Year Limited Warranty: Valid from the date of purchase. Warranty covers manufacturing defects only and does not 
cover misuse or abuse of the machine. Serial number, place of purchase with dated valid receipt must be submitted at time of service. 
Warranty is only valid with-in the United States. Buyer may be responsible for shipping fees associated with repairs. 
 


